F 5 WRAPS OF SCOTCH SUPER 33 TAPE—X /— SPAN WIRE _ SPAN WIRE CLAMP SCALE : N.T.S.

— SEE NOTE 3 CABLE_CONNECTIONS
— —— TO TERMINAL STRIP
TO CONTROLLER MOUNTING NUT
CABINET
WIRING ACCESS DOOR
WEATHER PROOF
BASE % > < .
METAL CAP
(SEE NOTE 4) - CREEN BLACK
WHITE RED
/ o T1T @
DRIP LOOP i @ § § é é @
4-CONDUCTOR —
O #8 AWG SHIELDED
LEAD-IN CABLE CABLE ENTRY PORT
_ 4-POSITIN ———————
S TERMINAL
8 STRIP
LOWER POINT OF DRIP LOOP WEEP HOLES
MUST BE LOWER THAN ACCESS DOOR
CABLE ENTRY POINT SCREW HOLE
TUBE ASSEMBLIES
FRONT VIEW
{CABLE IS NOT SHOWN)
TUBE SHELLS
NOTES:
. INVERTED CONFIGURATION SHALL BE USED FOR SPAN MOUNT.
2). SPAN WIRE MOUNTING HARDWARE SHALL BE SUPPLIED BY THE DEPARTMENT.
3). TEFLON TAPE SHALL BE APPLIED TO THREADS BEFORE MOUNTING. T~
4). ROUTE THE LEAD-IN CABLE THROUGH THE METAL CAP AND THE RUBBER PLUG. CAP SCREW [ ] |
REPLACE THE METAL CAP, SEALING THE CABLE ENTRY PORT. TIGHTEN THE DE VEEW /g" (3) WEEP HOLE
METAL CAP SO THE CABLE WILL NOT SLIDE THROUGH THE RUBBER PLUG. SIDE VIEW
,\\ DELAWARE EMERGENCY PREEMPTION RECEIVER,INVERTED MOUNT APPROVED (Zeollme lifiide  11/T/0T
CHIEF ENGINEER DATE
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